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NOTE:
Make sure the holes on parts C, D are facing inward 
for a later step involving the wire placement.

STEP 1:
Connect the two mats on floor as shown in Fig.1-1. Place the mats
where you want your kennel to be.
For 7.5 X 8 Kennel add the Extention floor mat in the center of 
the two Mats shown here in Fig.1-1.
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NOTE:
Make sure the holes on rails are facing inward for a 
later step involving the wire placement.
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STEP 2:
Prepare the front left corner using the following parts, these are 
labeled in Fig.1-2. PARTS:
Qty -  Name&Info
  1   -  A (Top Connector)
  1   -  B (Bottom Connector)
  1   -  C (73-3/8") Rail w/CATCH&INSERT
  1   -  D (73-3/8") Rail
Preferably use a rubber malet to insert the connectors as shown in 
Fig.1-2.

STEP 3:
Prepare the other 3 corners using the following parts, 
these are also labeled in Fig.1-3. PARTS:
Qty -  Name&Info
  3   -  A (Top Connector)
  3   -  B (Bottom Connector)
  6   -  D (73-3/8") Rail
After assembleling set the corners on the floor.

�

�

�

�

�

�

�
�

�

�

��

�

�

����-��

�

�

�

�
�

#

�

�

STEP 4:
Assemble the door frame using PARTS:
Qty -  Name&Info
  4   -  F Corner Conn w/HOLE 3/8"
  2   -  G (20-3/8") Rail
  1   -  H (36-1/4") Rail
  1   -   I  (36-1/4") Railw/STRIKER
See Fig.1-4.

NOTE: The holes on Rails must face toward the 
inside of the dog kennel.
The holes on the Side connectors L brace, are used 
to hinge the door.
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Continuing STEP 4:
Make the connections so that the  hole on 
the STRIKER is toward the bottom. 
Follow Fig.1-5 to assemble. See also 
Fig.1-6 for the finished assembly.
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Once the inserts are hammered into 
the rail it is difficult to disconnect 
them again. To disconnnect, the best 
way is using a wooden or plastic 
chisel. Metal chisel might dent the 
metal.
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NOTE:
Make sure holes in Rails are facing 
toward the inside of the kennel.
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STEP 5:
Assemble front frame of Kennel using PARTS:
Qty -  Name&Info
  1   -  J (52-3/8" for 7.5X8 use 88-1/8")w/1"Rod&Insert
  1   -  K(70-1/8")w/Insert
  1   -  L(25-1/2")w/1"Rod
  3   -  M(3/8"Washer)
  1   -  O (MatConnector)
See Fig.1-7.
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Note:
Notice holes in 
Rails are facing 
the other way.

Note:
The Door Frame hinges with the 1" Rods on rails J, L.
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CAUTION!
After connecting the corner pieces this can now be stood up. 
You need to have two or more people to help you connect 
part from this point on.

STEP 6:
Connect the two Front Corner 
pieces from Steps 2 & 3 to the top 
and bottom of the front frame as 
shown in Fig.1-8.

EXAMPLE:
Fig.1-8 is an example of how the front fram should 
stand and hinge.
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Note:
Fig.1-9 is similar to 7.5 X 8 Kennel however, it differs
size because of the extra floor extension.
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Caution:
Two or more people are needed to assemble this.
Rails aren't heavy but may cause serious injury if not carefull.

STEP 7:
Assemble the Kennel's frame with the following PARTS:
Qty -  Name&Info
  2   -  N (88-1/8") Rail
  1   -  P (52-3/8" for 7.5X8 use 88-1/8") Rail
Follow Fig.1-10 for more help.
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Continuing STEP 7:
After connecting the corners with the 
rails align the bottom corners with the 
mat and insert the (Mat Connector) into 
the middle slots of the mat as shown in 
Fig.1-11.

Note:
After alining the Kennel's frame it should stand on its
own. Make sure all holes on rails are facing toward 
the inside of the Kennel.
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STEP 8:
Place the wire so that the double rods faces the rail. This 
will allow a snug fit. After Screwing on the WireMesh to the
top rail and corner you need to add rail R(70-1/8") and 
screw that on in the same manner. Repeat this step for the 
next 5 WireMesh's. Only place this WireMesh in the spaces 
shown in Fig.1-12. The other Figures on this page are aids to
assemble the WireMesh.

Note:
WireMesh 71-1/4"x30" will not fit on the front nor the 
back of Kennel, This wire only fits on the sides of 
Kennel 

��������	�


��������	��

��������	��

Attention:
Long Screw (Z) is used all 
along the verticle Rails (top of
wires) and Short Screw (T) is 
used on the verticle Rails (side
of wires).
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��������	�� STEP 9:
Take the following parts and assemble as shown in Fig.1-16.
Qty -  Name&Info
  1   -  R (70-1/8") Rail
   *  -  S (1/4" BentWasher)
   *  -  T (Screw #14 x 3/4")
   *  -  Z (Screw #14 x 1")
  3   -  U (WireMesh 71-1/4" X 27-3/16")
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Continuing STEP 9:
Place the wire so that the double rods faces the rail. 
This will allow a snug fit. After Screwing on the 
WireMesh to the top rail and corner you need to add rail
R(70-1/8") and screw that on in the same manner. 
Repeat this step for the next 2 WireMesh's. These next 
WireMesh's will not need rail R(70-1/8"). Only place 
this WireMesh in the spaces shown in Fig.1-17.
 
For 7.5 x 8 Kennel see Fig.1-29

EXAMPLE:
Fig.1-18 is an example of how the back frame should 
look after Screws are bolted on.

Remmenber!:
Don't forget to place 5 more (Mat Connector)
these connect to the (70-1/8") Rail the example 
on how to place is on Fig.1-11.
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Continuing STEP 8:
Take the following parts and assemble as shown in Fig.1-15.
Qty -  Name&Info
  6   -  Q (WireMesh 71-1/4"x30")
  4   -  R (70-1/8") Rail
  *   -  S (1/4" BentWasher)
  *   -  T (Screw #14 x 3/4")
  *   -  Z (Screw #14 x 1")
  5   -  O (Mat Connector)
For 7.5X8 use
Qty -  Name&Info
  6   -  Q (WireMesh 71-1/4"x30")
  4   -  R (70-1/8") Rail
  *   -  S (1/4" BentWasher)
  *   -  T (Screw #14 x 3/4")
  *   -  Z (Screw #14 x 1")
  7   -  O (Mat Connector)

Note:
Long Screw (Z) is used all 
along the verticle Rails (top of 
wires) and Short Screw (T) is 
used on the verticle Rails (side 
of wires).
A power drill is prefered or a 
ratchet may also be used to  
follow the next steps. To make 
the wire fit in place you may 
have to adjust the frame by 
pulling or pushing rails. 
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Continuing STEP 10:
Place the last WireMesh on the door frame and  bolt on in the same manner as the other 
WireMesh's with one execption. The T Door Stop is placed underneath the wire mesh.
This is used to stop the door from swinging outward and only swings inward toward dog.

STEP 10:
Take the following parts and assemble as shown in Fig.1-19.
Qty -  Name&Info
  *  -  S (1/4" BentWasher)
  4  -  T (Screw #14 x 3/4")
  8  -  Z (Screw #14 x 1")
  1  -  V (WireMesh 22-7/8" X 66-1/4")
  1  -  Y (T Door Stop)

��������	��

4

EXAMPLE:
Fig.1-20 is an example of the 
finished assembly.
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STEP 11:
Take the following parts and bolt on as shown in Figure 1-21.
Qty -  Name&Info
   *  -  S (1/4" BentWasher)
   *  -  T (Screw #14 x 3/4")
   1  -  X (L Connector)

Continuing STEP 11:
On all corners it is best to use a power drill to place
bentwasher and selfscrew. This process will take longer if you use a socket 
wrench. See Fig. 1-22 for 
a detail view of how bentwashers and selfscrew are back to back.

��������	
�

��������	



6

������$$+��'$7�

3

3

3

3

�
�

3

3

3

3

� �



��������������	


400-10065Secure KennelAssembly Instructions

www.powderriver.com

AFTER FINISHING THE LAST STEP CHECK ALL
CONNECTIONS FOR SAFETY.

STEP 12:
Take the flat head screw driver and
88 -  W (Plated Clips) Fig. 1-23
and clip them in as shown in Fig. 1-24.
Clip a (Plated Clip) on every slot.
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Note:
After Step 16 the (Plated Clip) 
should look like Fig. 1-25.
The (Plated Clips) hold the wire
from moving verticle.
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Note:
In Fig. 1-24 you see how to
start placing the clip. The Screw
Driver is used as a lever to pry the clip into the 
slot. The Screw Driver is not to screw any screws.
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STEP 1:
Take the following parts and assemble as shown in Fig.1-26.
Qty -  Name&Info
 4   -  F (Corner Conn wHOLE 3/8")
 3  -  cc  (91-3/4" Rail)
 4  -  dd  (38-1/8")
 2   -  ff  (Angle Connector)
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STEP 2:
Take the following parts and assemble as shown in Fig.1-26.
Qty -  Name&Info
 1   -  ee (Black Tarp)
 15 -  Zipties
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STEP 3:
Place Roof on top of assemble Kennel and use
4 roof adaptor plates to secure the roof.
These holes aren't predrilled and need to
be drill for this step. 8 holes need to be drill
4 on the Kennel and 4 on the Roof Structure.
Qty -  Name&Info
 8   - Z (Screw #14 x 1")
 4  -  gg (Roof Adaptor Plates)
 
See Fig. 1-30 on pg.7 For a completed view of this step.

Warning
Roof is heavy and needs to be held up by 2 or 3
people while another drills the holes.

Roof Adaptor Plate

Z - Screw #14 X 1"

ROOF OPTION
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